
MOTO FZ15

FZ15
The Yamaha FZ Series set a new benchmark for biking. 
The FZ (FI) Series Version 2.0 takes it to the next level. It 
brings the most advanced Yamaha Blue Core concept to 
offer bikers an unmatched experience of performance and 
effi ciency.

At its heart is the all new Yamaha Fuel Injection(FI) engine. 
It uses advanced sensors and actuators to calculate 
and deliver the optimum amount of fuel to the engine – 
enhancing both performance and mileage. The reduced 
weight (132kg) makes the bike even more responsive 
leading to quick initial pickup and delivering smooth passing 
acceleration.

• Always wear a helmet, eye protection and protective proper clothing.
• YAMAHA encourages you to ride safely with responsible manners that comply with all laws while respecting the environment.
• For more information, please contact your YAMAHA dealer

ENGINE
Engine type Single cylinder, 4 stroke , SOHC, 2 valves
Displacement (bore x stroke) 149 cc (57,3 x 57,9 mm)
Cooling Air-cooled
Compression ratio 9,5 : 1
Maximum power 9,7 kW @ 8.000 rpm
Maximum torque 12,8 Nm @ 6.000 rpm
Starter system Electric
Lubrication wet sump
Ignition T.C.I.
Transmission 5 speed, constant take

CHASSIS
Fuel tank capacity 12 L
Frame Diamond
Length x width x height 1,990 mm x 770 mm x 1,030 mm
Wheel base 1,330 mm
Seat height 790 mm
Ground clearance 160 mm
Wet weight 132 kg
Front suspension Telescopic fork
Rear suspension Swing arm
Front/rear brake Disk / Drum
Front/rear tyre 100/80-17 M/C (52P) (tubeless) / 140/60-R17 M/C (63P) (tubeless)
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CFAO reserves the right to modify its models without notice, likewise their characteristics, 
equipment and accessories. Pictures are not contractuals.
CFAO se réserve le droit de modifi er les caractéristiques et les équipements sans 
préavis. Photos non contractuelles.


